Erratum

Erratum to “Corrosion fatigue behavior of two typical biomedical Mg alloys-AZ91D and WE43 in simulated body fluid”


X.N. Gu a,b, W.R. Zhou a,b, Y.F. Zheng a,b,c,⇑, Y. Cheng c, S.C. Wei c, S.P. Zhong c, T.F. Xi c, L.J. Chen d

a State Key Laboratory for Turbulence and Complex System, College of Engineering, Peking University, Beijing 100871, China
b Department of Advanced Materials and Nanotechnology, College of Engineering, Peking University, Beijing 100871, China
c Center for Biomedical Materials and Tissue Engineering, Academy for Advanced Interdisciplinary Studies, Peking University, Beijing 100871, China
d School of Material Science and Engineering, Shenyang University of Technology, Shenyang 110023, China

The publisher regrets that Figs. 4c and 4d on page 4609 were incorrect. The correct figures appear below:

![Corrected Figures 4c and 4d](image-url)

DOI of original article: 10.1016/j.actbio.2010.07.026

⇑ Corresponding author at: Department of Advanced Materials and Nanotechnology, College of Engineering, Peking University, Beijing 100871, China. Tel./fax: +86 10 6276 7411.

E-mail address: yfzheng@pku.edu.cn (Y.F. Zheng).